
 

Grinding balls from AD-85, AD-90, AD-995 or TTZ

 Item
numb.

Ø
[inch]

Ø
[mm]

Uts/lbs.
@dens.
3.6g/cc

Surface
area/lbs
[inch²]

Surface
area/kg
[mm²]

74502 0.219 5.6 1420 214 304106
74524 0.375 9.5 285 126 179053
74526 0.500 12.7 122 96 136421
74528 0.625 15.9 63 77 109421
74530 0.750 19.1 34 60 85263
74532 1.000 25.4 15 47 66790
74533 1.000 25.4 15 47 66790
74535 1.250 31.8 8 42 59684
74534 1.250 31.8 8 42 59684
74536 1.500 38.1 5 35 49737
74546 1.750 44.5 3 27 38369
74540 2.000 50.8 2 25 35526
74543 2.500 63.5 1 20 28421
/* */  

 

_____________________________________________________________________________________
_______________________________________________________________________

Grinding cylinders from AD-85, AD-90, AD-995 or TTZ

 Item
numb.

Ø [inch]
Length
[inch]

Ø [mm]
Length
[mm]

Units/lbs
@density
3,6 g/cc

Surface
area/lbs.
[inch²]

Surface
area/kg
[mm²]

74549 0.250 6.4 600 176 250106
74501 0.500 12.7 80 94 133579
74551 0.813 20.7 18 56 79579
74553 1.250 31.8 5 37 52579
/* */  

 

_____________________________________________________________________________________
_______________________________________________________________________

Grinding media from AD-85, AD-90, AD-995 or TTZ



 Item
numb.

Ø
[inch]

Ø
[mm]

Uts/lbs
@dens.
3.6g/cc

Surface
area/lbs
[inch²]

Surface
area/kg
[mm²]

74558 1.25 x
0.875

31.8 x
22.2

10 55 78158

74555 1 x
0.67

25.4 x
17

19 64 90948

74520 0.5 x
0.33

12.7 x
8.5

160 151 214580

/* */  

 

_____________________________________________________________________________________
_______________________________________________________________________

Grinding beads from AD-90 or Mullit

 Item
number

Ø range
[mm]

Sieving
[mesh]

Ceramic
material

Delivery
unit

74582 0.79- 1.18 16-20 AD-90 80 lbs-bucket
74575 1.18- 1.53 12-18 AD-90 100 lbs-bag
74572 1.53- 2.45 8-12 AD-90 80 lbs-bucket
74559 1.53- 2.45 8-12 Mullit 100 lbs-bag
74583 2.45- 3.35 6-8 AD-90 100 lbs-bag
/* */  
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